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In the <pLAlMS 

Please cancel Claims 21 aad 22, add new Claims 27 and 28, and amend the claims, without 
prejudice or waiver, as follows: 

1. (Currently amended) A flow control system, comprising: 
a first fluid flowing at a first fluid flow rate; 

a flow control valve through which a second fluid flows, the flow control valve 
having a coil and a spool, such that an electric current flowing through the coil generates 
an electromagnetic force on the spool; 

a temperature s ensor operable to sense a porornQt e r a temperature of the second 

fluid; 

a control system coupled to the temperature sensor and the coil, the control system 
operable to determine a desired flow rate of the second fluid based on the first fluid flow 
rate , the control gyotom further op e rabl e to adjust th e e l e otromagnotio force on the spool 
based on th e sensed paramotor to aohiovo the desired flow rat e; 

a flow sensor coupled to the control system, the control system operable to 
determine a measured flow rate of the second fluid based on the flow sensor, the control 
system further operable to compare the measured flow rate of the second fluid to an 
expected flow rate of the second fluid and to establish a scaling factor based on the 
comparison of the measured and expected flow rates of the second fluid, such that the 
control system is operable to adiust the electromagnetic force on the spool based on the 
temperature of the second fluid and on the scaling factor to substantially achieve the 
desired flow rate of the second fluid . 

2. (Currently amended) The flow control system of Claim 1, wherein the control 
system remembers a setting of the electric current from a previous demand for the second 
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fluids and wherein the control system applies the remembered setting or holds the 
remembered setting for some time. 

3. (Cuirently amended) The flow control system of Claim 2, wherein the 
remembered setting is a last setting used during a -the p revious demand for the second 
fluid. 

4. (Original) The flow control system of Claim 1 , wherein the first fluid is water, 
and the second fluid is a beverage syrup. 

5. (Original) The flow control system of Claim 4, wherein the water is carbonated 
water. 

6. (Original) The flow control system of Claim 1, wherein the first fluid is a 
beverage syrup, and the second fluid is water. 

7. (Original) The flow control system of Claim 6, wherein the water is carbonated 
water. 

8. (Original) The flow control system of Claim 1 , and further comprising a shut-off 
valve, the shut-off valve operable to stop flow of the second fluid. 

9. (Original) The flow control system of Claim 8, wherein the sensor is located 
between the flow control valve and the shut-off valve. 
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10. (Original) The flow control system of Claim 8, wherein the flow control valve, 
the shut-off valve, and the sensor are integrated. 

1 1 . (Currently amended) The flow control system of Claim 1 , wherein the 
temperature sensor is a single;thermistor. 

12. (Original) The flow control system of Claim 1, wherein the control system 
controls a pulse width modulated signal to adjust the electromagnetic force on the spool. 

13. (Currently amended) The flow control system of Claim 1 , wherein the sensed 
param e t e r ia flow rat ot emperature sensor and the flow sensor are the same sensor . 

14. (Currently amended) The flow control system of Claim 1, wh e r e in the sensed 
param e t e r ia t e mperaturo and farther comprising a first fluid sensor coupled to the control 
system, the control svstem further operable to determine the first fluid flow rate based on 
the first fluid sensor . 

1 5. (Withdmwn) A beverage dispensing system, comprising: 

a plurality of flow control valves, each of the flow control valves having a coil 
and a spool such that an electric current flowing through a respective coil generates an 
electromagnetic force on a respective spool; 

a plurality of sensors, each sensor operable to measure a parameter of a fluid 
flowing through the respective flow control valve; 

a control system coupled to the sensors and coils, the control system operable to 
determine desired flow rates through the flow control valves, the control system further 

4 



PAGE 5/9 " RCVD AT 5/30/2006 4:57:55 PM [^stem Daylight Time] ' SVR:USPTO-EPXRP-1/2 - DNIS:2738300 ' C8ID:Braswell " DURATION (rnrn-ss): 03-34 



From Braswell 



to 1-571-273-8300 



at 5/30/2006 3:55 PM 



006/009 



operable to adjust the electromagnetic force on a respective spool based on the sensed 
parameter through the respective flow control valve to achieve the desired flow rate 
through that flow control valve. 

16. (Withdrawn) The system of Claim 15, wherein the sensors and coils are coupled 
directly to the control system. 

1 7. (Withdrawn) The system of Claim 1 5, wherein the flow control valves are 
coupled to each other. 

18. (Currently amended) A method of operating a flow control system wherein there 
are a plurality of demands for flow separated bv times when there is no demand for flow. 
comprising: 

determining a fluid flow rate of a first fluid; 

determining a desired flow rate for a second fluid based on the fluid flow rate of 
the first fluid; 

sensing a parameter of the second fluid; and 

setting a flow rate of the second fluid with a control setting b asod on th e c e ns e d 
param e t e r of th e s e cond fluid t o substantially achieve the desired flow rate, wherein 
setting the flow rate comprises adjusting a position of a spool by adjusting an 
electromagnetic force on the spoo l, and wherein the control setting varies fi'om a first 
control setting to a last control setting during a demand for flow: and 

establishing the control setting bv remembering the last control setting from a 
previous demand for flow and applying said last control setting from said previous 
demand for flow as the first control setting in a subsequent demand for flow, and then 
varying the control setting based on the sensed parameter of the second fluid . 
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19» (Original) The method of Claim 18, wherein adjusting the electromagnetic force 
comprises adjusting a pulse width modulated signal sent through a coil, 

20. (Original) The method of Claim 18, and further comprising dithering the spool. 

21. (Canceled) 

22. (Canceled) 

23. (Original) The method of Claim 18, wherein the sensed parameter is flow rate. 

24. (Original) The method of Claim 1 8, wherein the sensed parameter is temperature. 

25. (Original) The method of Claim 24, and further comprising measuring a flow rate 
of the second fluid, and wherein setting the flow rate of the second fluid is based on the 
sensed temperature and the measured flow rate. 

26. (Original) The method of Claim 1 8, wherein determining the fluid flow rate of the 
first fluid comprises assuming the fluid flow rate of the first fluid. 

27. (New) The method of Claim 18, and further comprising: 
measuring a flow rate of the second fluid; 

comparing the measured flow rate of the second fluid to an expected flow rate of 
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the second fluid; and 

establishing a scaling factor based on the comparison of the measured and 
expected flow rates of the second fluid, such that varying the control setting is further 
based on the scaling factor. 

28. (New) The flow control system of Claim 1 , wherein the control system is operable 
to establish the scaling factor intermittently, and wherein the scaling factor is established 
during one or more relatively long flow cycles. 
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If there are any questions concerning this response, please call Dennis Braswell at the 
telephone number set forth below. 



Please direct all correspondence to: 
Dennis Braswell 
105 Soost Court 
Mobile, Alabama 36608 
Telephone (251) 414-2969. 





Date 



Dennis Braswell 
Attorney for Applicant 
Registration No. 35,83 1 
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